Synopsis: High-temperature superconducting (HTS) cables have been studied because of their low loss and compact properties as compared to conventional copper cables. Three-phase cables are usually composed of three single-phase coaxial cables.
Coupling M/L r=30 mm
Fig.3
Coupling factor M/L between two sections of the cable.
������ (4)�� (5) 
Insulation between two phases 0  2  1  as  same  2   2   1  ,  6  ,  2  1  ,  5  ,  2   1  ,  6  ,  1  1  ,  5  ,  1  1  ,  4  ,  2  1  ,  3  ,  2  1  ,  4  ,  1  1  ,  3  ,  1   1  ,  6  ,  2  1  ,  5  ,  2  1  ,  6  ,  1   1  ,  5  ,  1  1  ,  4  ,  2  1  ,  3  ,  2  1  ,  4  ,  1  1  ,  3  ,  1  1  ,  2 0  2  1  as  same  2   2   1  ,  6  ,  4  1  ,  5  ,  4   1  ,  6  ,  3  1  ,  5  ,  3  1  ,  4  ,  2  1  ,  4  ,  1  1  ,  3  ,  2  1  ,  3  ,  1   1  ,  6  ,  4  1  ,  5  ,  4  1  ,  6  ,  3   1  ,  5  ,  3  1  ,  4  ,  2  1  ,  4  ,  1  1  ,  3  ,  2  1  ,  3  ,  1  1  ,  4 
